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IN THE CLAIMS: 

Please amend the claims as follows: 

1 . (Original) A raw tire preheating method for preheating raw tire including metal 
members embedded therein, which comprises preheating by using both induction 
heating for said metal members, and radiation heating for said raw tire. 

2. (Original) A raw tire preheating method for preheating raw tire including metal 
members embedded in a tread portion, which comprises preheating by using both 
induction heating for said metal members, and radiation heating for end portions of 
said tread portion. 

3 (Original) A raw tire preheating method for preheating raw tires including metal 

members embedded in a tread portion and a bead portion, which comprises preheating 
by using both induction heating for metal members in said tread portion, and radiation 
heating for end portions of said tread portion and said bead portion. 

4. (Original) A raw tire preheating apparatus for preheating raw tires including metal 
members embedded therein, comprising: 

(a) a retaining means for retaining said raw tires in a predetermined attitude in 

a releasable manner; 

(b) a induction heating means for heating said metal members inductively by 
means of a high frequency magnetic field, said high frequency magnetic field being 
applied to raw tires retained by said retaining means; and 

(c) a radiation heater for said raw tire. 

5. (Original) The raw tire preheating apparatus according to Claim 4, wherein said metal 
members are embedded in a tread portion, while said radiation heater being arranged 
to heat end portions of said tread portion and a bead portion. 

6. (Original) The raw tire preheating apparatus according to Claim 4, comprising a tire 
rotation means for rotating raw tires retained by said retaining means 
circumferentially. 
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(Currently Amended) The A preheated raw tire preheated by the raw tiro preheating 
method aeeerdmg te aay i formed according to the method comprising the 

steps of: 

providing a raw tire having metal members emb edded therein; raw tire 
i ncluding metal members embedded therein, which com pr ises preheating by 

using beth induction heating fef to preheat said metal members[[,]]; and 
using radiation heating for said raw tire. 

(Currently Amended) Tfre A vulcanized tire made-by formed by the method 

comprisi ng, the steps of: 

applying a vulcanization molding process to a raw tire pr eheat e d by the raw 

tiro preheating method according to any of Claim U 

formin g said raw tire with metal me mbers embedded therein; 
using induction heating to preheat said metal membe rs; and 
using radiation heating for said raw tire. 
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